                                                                                       Bill of Quantities 

Client : GIZ AU Office                                                                                                                     Date : 01/04/2021
	S/no
	Description
	Unit
	Qty
	Unit Price
	Total price 
	Remark

	1
	Demolition
I. Remove all walls as indicated on the floor plans, by protecting the floor, furniture, and other installations from damage,
II. Cart away all the waste out of the building in a proper manner and clean all the work area in standards  
III. Clean, correct, maintain and repaint areas affected by the wall removal (holes, residues and door fixtures shall be treated, fixed and painted accordingly)

· contractor need to provide, labor, materials and methodology based on site visit and assessment 
	
	
	
	
	

	2


2.1
	Floors 

	
	
	
	
	

	
	2nd floor

	
	Walls to be removed
	M2 
	70.31
	
	
	

	
	Cart away waste material
	M3
	12
	
	
	

	
	Repainted and maintained area
	M2
	     50
	
	
	

	2.2


	3rd floor

	
	Walls to be removed
	M2 
	38.12
	
	
	

	
	Cart away waste material
	M3
	8
	
	
	

	
	Repainted and maintained area
	M2
	24
	
	
	

	2.3




	4th floor

	
	Walls to be removed
	M2 
	40.45
	
	
	

	
	Cart away waste material
	M3
	10
	
	
	

	
	Repainted and maintained area
	M2
	35
	
	
	

	3

	Doors

Carefully remove the following doors located in the removed walls, set aside as to be used on the later date:
	

No
	

8
	
	
	

	4
	Erecting Glass Partition walls with Aluminum frame on 2nd ,3rd and 4th floors
	
	
	
	
	

	4.1
	Option 1: 5mm thick glass with grade 1 aluminum (1.6)
	M2
	91.39
	
	
	

	4.2
	[bookmark: _GoBack]Option 2: 3mm thick glass with grade 2 aluminum (1.2)
	M2
	91.39
	
	
	

	5
	Total (option 4.1)
	

	
	Total (option 4.2)
	



N.B please include VAT for all the prices.
