
Bidder’s questions and answers for bid No. 91156380 (drip irrigation 

systems in Amhara and Oromia, 2 lots) 
 

1) Specification : the listed specification seems to be used for household farms working by 
gravity. In that case, the sizes of the pipes and fittings look very big which might cause a 
problem on the flow hydraulics. Hence, if it is possible, we suggest getting the system drawing 
and knowing the size (area) of one household farm. 

A: The pipes are sized by conducting hydraulic design as already mentioned above considering 
the soil type, crop need and topography of the farm.. Here what we have to consider is we 
should also allow any other company who can provide us with standard kit that can match the 
soil, crop and topography of the project are. 

1.1) There is no pipe standard of 65mm and also of fitting of 65mm. 

A: Absolutly right, this is to refer to OD 63mm. Specifications and price-sheets are amended 

 

1.2) item no. 11 drip line - the specification is not clear. Is the required a drip line which has an 
integral dripper or is it required a blind pipe for an online emitter? 

A: Item 11: is a Blind dip line, becuse an online  emitters are alredy included in the list. 

 

1.3) There are no punchers indicated on the list. How is it going to connect the offtake with the 
pipe and the online emitters with the blind pipe?  

A: Please consider offtakes with Grummate. , Please note that online drippers should be 
cleanable. 

 

1.4) on the other specification offered for Oromia, the drip system is 12mm. However, this size 
of drip line or blind or anything is out of market due to system inefficiency. Now the 
recommended drip system in terms of efficiency is 16mm. 

A: According to our analysis 12mm diameter is working however, if this is not available we can 
accept 16mm drip lines for Oromia as well. Specifications and price-sheet have been amended 

 


